
GNL-1210xx
(3.1X2.8mm TOP TYPE)
Ultra Brightness LED  

Features: Applications:
Compatible with automatic placement equipment Automotive and Telecommunication 
Compatible with reflow solder process General use for indicators 
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GNL-1210LRC GaAlAs Super Red Water Clear 660 1.9 70 180 120

GNL-1210URC GaAlAs Super Red Water Clear 660 1.9 200 400 120

GNL-1210UEC AlGaInP Super Orange Red Water Clear 625 2.1 180 210 120

GNL-1210UYC AlGaInP Super Yellow Water Clear 590 2.1 180 210 120

GNL-1210UGC AlGaInP Yellow Green Water Clear 573 2.1 50 60 120

GNL-1210UBC InGaN Super Blue Water Clear 470 3.5 200 220 120

GNL-1210PGC InGaN Super Pure Green Water Clear 525 3.5 500 700 120

GNL-1210UWC InGaN Super White Water Clear 3.5 1000 1100 120
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GNL-1210GC GaP  Green Water Clear 567 2.0 15 20 120

GNL-1210PGC-TL InGaN Super Pure Green Water Clear 525 3.5 500 700 120

GNL-1210UEC-TL AlGaInP Super Orange Red Water Clear 625 2.1 180 210 120

GNL-1210UEC-B6 AlGaInP Super Orange Red Water Clear 625 2.1 120

GNL-1210UWC-100MA InGaN Super White Water Clear 3.5 4000 4500 120

GNL-1210UYC-TL AlGaInP Super Yellow Water Clear 590 2.1 180 210 120

180 210


